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ODH Alarm

ODH Alarm Valid
OR More Than One

Sensor in Alarm?

Collision
Hall

Assembly
Bldg.

Are All Personnel
Out of ODH Area?

Account for Collision Hall
Keys

NO

YES

Go to Recovery Procedure

Assign a Person to Activate
D0 Emergency Call List

Automatic Actions

*ODH Strobes & Alarms
*FIRUS Alarm

*Vent Purge of Area with
AHU-1 or 2 and EF-6 & 7

Assign Two People to:
-Go to Highbay Catwalk and
Adjacent Parking Lot
-Do NOT Enter Pit, Southside
Stairwell or Cryo Control Rm
- Obtain Information About
Missing Persons and Alarm
Information
- View Assem. Pit from Above
- Dial x8800 & Report In

Assign a Person to Notify On
Shift D0 Cryo Operator, If Any,

and Page Cryo Expert
630-314-5192

Monitor ODH Alarms

Assign Person(s) to Use
Cameras to Check Area in
Alarm for Injured Personal

and Evidence of Valid Alarm
(e.g., vapor cloud)

Ask MCR x3721 if Tevatron
Could be Reason for Alarm

Consult with D0 Cryo Operator
or Expert if Available

YES

NO / Unsure

Dial 3131:
- Report Cryo Emergency
- Request Fire Dept Response

Assign Person to Meet Fire
Dept. in the Lobby

Cryo Experts to Investigate,
Silence Alarms by Disabling
ODH Chassis, Replace Faulty

Sensor and Fix Any Other
Problems

Fire Dept Use SCBA to Check
Area for Missing Personnel &
Use 02 Sensor to Determine

Alarm Validity, SCBA Trained
Person Familiar with Area

Should Assist

False Alarm?

NO / Unsure

YES

Keep People Out of Area,
Cryo Experts Fix Problem

Determine Zone
Use DMACS/FIRUS

Qualified Cryo
Operator/Expert Takes

Corrective Actions From Safe
Location (e.g., close valves)

In the Event of a Cryogenic
Rupture, Dial 3131 and

Request Fire Dept Response
to D-Zero Cryogenic Hazard

Standby, Request that
Incident Commander Report

to D0 Shift Captain

Assign a Person to Activate
D0 Emergency Call List

Cryo Experts  & Operators
Experts:

-Can enter alarm area to
investigate if only one sensor
is in alarm, & vapor cloud or
broken cryo line is not present.
Required: 2-man rule,
poratable O2 monitors,
escape packs & 2-way radios.
-must leave area if portable
O2 monitor alarms.
-For cryo control rm alarms
verify that the Argon Test Cell
valves are closed.

 


